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FLUORESCENT PAINT – A special enamel for indoor and outdoor use. It makes surfaces bright 
and fluorescent. Visible in the distance and in the absence of light. Ideal for decorating bikes, 
mopeds, helmets, masks, frames, decorations, ornaments, and many other objects.  

 

 
 

 

Do you want to make objects and surfaces stand out from the crowd? Then this fluorescent spray is for you! It 
is ideal for use in the home or industry.   

  

 

 

 

 

 

  

 

 
 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

Technical Specifications: 

Quantity 400 ml – Net Wt. 10.4 oz 295 g  

Box / Case 6 Pieces 

Aspect Tin-Plate can containing under pressure fluid 

Chemical nature Quick drying acrylic paints  

Color Various 

Odor Characteristic of solvent 

Relative density  at 68°F 0.72 ÷ 0.76 g/ml 

Flash point   Und. 0° F extremely flammable 

Writing on spray bottom Barcode, batch date, product name 

Pressure at 68°F 5.5 ± 1, bar 

Pressure at 122°F 8.0 ± 0.5 bar 

Viscosity Ford cup   From 10’’ to 13’’ 

Dry residual in spray   From 15% to 22% 

Granulometry grindomether    Bottom Scale 0 a 2 Micron 

Gloss    From 10 to 20 Gloss (Glossmeter angle 60°) 

Thickness 1 coat   13-18 Micron 

Thickness 3 coats    36-40 Micron 

Resistance temperature 14°F / +248°F (Peak 266° F) 

Drying times: 

Out dust 10 minutes 

Dry to touch 15 minutes 

Dry in depth 22 hours 

Security cap child-proof patented 

Token and ring are reference for color  

It is possible have different types of actuators for various effects 

Check the color and/or product type on the cap or the bottom of the can 

Fluorescent Spray Paint (V400FLUO) 

 

FOR A PROFESSIONAL RESULT: Clean the surface with a suitable solvent/detergent. If there is paint or rust, 
remove with wire brush/sand paper. Surfaces previously painted must be uniform. A smooth, stiff, or glossy surface 
may need to be lightly sanded to create better adhesion for paint being applied.  

For optimal fluorescent effect it is recommended to use a matte white base coat.  Ambro-Sol Acrylic Spray Paint 
(V400PAST4). 

Directive 2004/42/CE: C.O.V.  
Under category: Special finishing 
Limit value COV: 840 g/Liter  

FIELDS OF APPLICATION: 

Wood surfaces, metal surfaces such as 

iron, aluminum, steel, glass and 

plastics. 
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SPRAY APPLICATION: 
- Apply a light first coat to improve coverage and adherence. Apply from a distance of 8-10” inches. 
- After a few moments; Apply a second horizontal coat, immediately followed by a third vertical coat 
- Leave to dry 
- After use, it’s advisable to spray for 2/3 seconds with the can upside down. This will prevent the dispenser 
from clogging. 
- After 24 hours proceed with the normal use of painted piece. 
 

MODE OF STORAGE 

Before using: Stock the product in a dry location above 40°F degrees and below 113°F. After use, keep containers closed. In the original package, the 

product can be conserved for 24 months. 

After the first use: conserve in a fresh and dry location, away from hot conditions.  Keep out of reach of children. 

 

This information, even if reliable, must be considered only approximate. We are not responsible for the wrong use of the product, or the violation of any license.  Before 

using, the users should verify the suitability of the product for its specific use. 

 

BEFORE USE, CONSULT THE SAFETY DATA SHEET OF THE PRODUCT. 

 

HOW TO USE: 
- Vigorously shake the can for at least 1 minute, until you hear the inner marbles move freely. It is also 
suggested to occasionally shake the can during use. 
- Carefully clean the surface before application; 
- Test in a hidden area to verify compatibility of the surface with the paint. 

Remove the secure seal on the cap, to open the spray 
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